SED-EGIS WATCH

Lone Worker / Man Down Personal Duress Device

The EGIS Watch is a feature packed small and lightweight personal duress
device which utilizes the full suite of Sec-Eng Systems monitoring tools.

Featuring a rugged design with an IP67 plastic design
enclosure, the EGIS Watch is designed to meet s S
Australian conditions.

The EGIS Watch can be used as a stand-alone system
that can send SMS and make voice calls. It can also
communicate with the Sec-Eng Systems Pegasus
tracking Platform Alarm protocol. (ASIAL serial contact
ID via Sec-Eng SIIP rack mount interface)

w 4G ©

17:41

30/Jul. Wed.

FEATURES:

* Smart USB charging base

* Changeable watch band

* Small and lightweight (only 56g)

* Long lasting battery life of 48hrs

*  Waterproof IP67 rating

* 4G mobile network connectivity

* Bluetooth connectivity

*  WIFI connectivity

*  Full 2-way voice inbound and outbound calling
*  Ability to SMS 10 mobile numbers with GPS location

* Voice warnings and prompts

* Ability to show location & poll in a real time via Pegasus
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SED-EGIS WATCH

Lone Worker / Man Down Personal Duress Device

TECHNICAL DETAILS

Enclosure Design: Rugged plastic design (IP67 rated)
Watch Dimensions: 46.9mm x 41.7mm x 15.4mm
Band Dimensions: 1 x 130mm, 1 x 75mm

Buttons: 1 x SOS

Screen Size: 29-35mm
Screen Resolution: 240x240ppi
Touch Screen: Yes

Battery Type: 600mA Lithium Polymer
Battery Run Time: 48 hrs

Battery Charging Voltage: 5V DC
EGIS Charger Design: 4 Pin magnetic charging pod 11:37
EGIS Audio: Sealed speaker design S0/l Wed.
EGIS Microphone: Dynamic noise cancelling design

EGIS Movement and Tilt Sensor: 3 Axis digital accelerometer
EGIS Haptic User Feedback: 3.3V Vibration motor
Bluetooth: BT5.0 LE

WIFI: 802.11 b/g/n, 2.4G

SIM Type: Nano (Voice, SMS and Data enabled)

Method of Transmission:

GPRS / HSDPA/VOLTE (4G LTE)

Full 2-way voice & SMS functions.

4G LTE: Band 1 (1920- 2170MHz)
Band 3 (1710-1880MHz)
Band 5 (824-894MHz)
Band 7 (2500-2690MHz)
Band 8 (880-960MHz)
Band 28 (703-803MHz)

Certifications:
UKCA/RoHS /CE/FCC

C€ RoHS EE C
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